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INCRAL 44 
 

TRANSPARENT PROTECTIVE COATING FOR METAL SURFACES 

 

 

DESCRIPTION 

 
INCRAL 44 is a protective varnish based on acrylic 
resins with antioxidant additives, in organic solvent 
solution. 
 
APPLICATIONS  
 
INCRAL 44 is used for protecting works of art in 
bronze and other copper alloys. It can be applied 
even over cold laminated or chromium-plated steel, 
iron, tinplated iron, aluminium and in the presence of 
alkyd, epoxy and acrylic finishing enamels too. 
Because of its high chemical resistance, to acids and 
to alkalis, and in particular to cements, it can be used 
to protect metal surfaces which could be etched by 
these substances during restoration treatments.   
 
PRODUCT PROPERTIES AFTER DRYING 

 
Good adherence characteristics which improve in 
time, and excellent abrasion resistance. Good 
atmospheric aggressive agent resistance. Good 
resistance to yellowing caused by the action of U.V. 
radiation. 
 
PHYSICAL AND CHEMICAL PROPERTIES: 

 

Appearance: transparent liquid 

Glass transition temperature 
(Tg): 

 
60°C 

Active material content: 15% 

Density: 0.94 kg/l at 25°C 

 

INSTRUCTIONS FOR USE 

 

INCRAL 44 can be applied with a brush, by low 
pressure spray sprinkling and by immersion.  

Apply INCRAL 44 in two or three successive coats, 

with intervals of 10–15 minutes between each 

application. 

The surface has to be prepared eliminating every rest 

of paints applied previously, even oil traces or other 

dirt, by using paint removers or organic solvents. 

If cleaning is made by surface sandblast, apply the 

product as soon as possible. 

It is not advised to use polish because it can deposit 

substances on the surface which can reduce 

INCRAL 44 adherence. 

Butyl acetate or other medium-polarity solvents are 

used as solvents for residue dilution and removal.  

Yield: 8–12 sq.m. per kg of INCRAL 44 for each coat.  
 
SAFETY PRECAUTIONS 

 

Acrylic resins present no particular dangers for users. 

INCRAL 44 contains organic solvents, so the 

workplace has to be well ventilated. In case of 

applications in closed places it is suitable to use 

appropriate protective masks.  

INCRAL 44 is flammable so it has to be manipulated 

and stored following the usual precautions related to 

this type of products.  
 

PACK SIZE:   
 

INCRAL 44 is available in the following pack size: 
1- 5 – 25 liters  
 

STORAGE 

 

10 – 12 months in the original containers tightly 
closed at a temperature of about 20° C. 

 
 
 
The suggestions and data reported in this technical data sheet are based on actual experience, laboratory testing and correct application. 
This information should not in any case be a substitute for preliminary tests which are indispensable to assure the product’s suitability to each 
individual case. 
C.T.S. S.r.l. guarantees the constant quality of the product but it is not accountable for any damages caused by the incorrect use of a material. 
In addition, the components and packaging can change at any time, without any obligation of prior notice. 
 


