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EVA FILM 65 

New EVA film adhesive, based on BEVA 371, designed and produced by C.T.S. S.r.l. 
 

 
GENERAL FEATURES:·  
 
 EVA FILM 65 is an adhesive for lining paintings on canvas, in the form of a dry film with a 

thickness of 65 microns, which can also be used in any other field where the presence of 
solvents in the adhesion operations must be avoided. 

 The film is composed of a mixture of ethylene vinyl acetate resins, urea-aldehyde and 
microcrystalline wax, materials that are extremely resistant to yellowing and 
crosslinking. Due to these properties, the adhesive is reversible even after decades. 
Reversibility is achieved by means of polar, non-polar solvents, or heat.   

 The film is sandwiched between a  37 micron silicone-coated polyester film and a second 23 
micron silicone-coated polyester film; this double transparent support allows you to precisely 
identify the desired intervention area, to cut the film with precision and then to apply it 
exactly where necessary.  

 
USE: 
 
 EVA FILM 65 can be activated in two ways: solvents or heat. There are many solvents that 

can be used, from polar ones such as acetone and acetates, to aromatics, to hydrocarbons 
such as cyclohexane or white spirit. The temperature required to soften the film is 65°C. 

 EVA FILM 65 can be reactivated even at a temperature lower than 65°C. After having 
transferred the film to the chosen support, a solvent with low evaporation speed such as 
White Spirit is sprayed on the surface; after a few minutes the film will become sticky like a 
contact adhesive and can be used already at about 40°-50°C. After cooling and evaporation 
of the sprayed solvent, a very strong bond will be obtained between the materials. 

 For its use, thanks to the reactivation with heat, it is not necessary to use solvents, and 
therefore there is no development of vapors dangerous for the restorer. Furthermore, this 
procedure allows to obtain the adhesion of artifacts sensitive to solvents, and eliminates any 
risk of stain formation or other diffusion phenomena. 

 EVA FILM 65 is 1 meter wide; if larger dimensions are required, another piece of EVA FILM 
65 can be placed side by side, joining it with a piece of adhesive tape applied to the 
polyester film support. Once the film has been transferred to the support, the adhesion will 
take place homogeneously, without discontinuity between the joints. 

 If you want to make a transparent lining, use EVA FILM 65 and Origam polyester cloth. 
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LINING INSTRUCTIONS: 
 
 Overlap EVA FILM 65 on the area to be lined and outline the necessary area. 
 Cut out the necessary area and remove the protective polyester sheet. The layer of EVA 

FILM 65 remains attached to the other supporting polyester film (the side with the adhesive 
is soft to the touch and appears slightly opaque). 

 Place EVA FILM 65 on the lining canvas (or other material) and apply heat and pressure to 
transfer the adhesive film from the support; this can happen in two ways: 
1. with a hot vacuum table/low pressure table, the temperature is brought to about 65°C and 
then it is allowed to cool by simultaneously exerting a slight pressure on the film, with 
vacuum or with any other system. 
2. with an iron, this occurs before the temperature of the soleplate is about 65°C, it is ironed 
and pressure is immediately exerted until completely cooled. If the plate temperature is 
above 70°C, in addition to a possible damage to the paint layer, there is a risk of excessively 
fluidify the film, making it penetrate inside the canvas itself. 

 At this point the polyester support film is removed. The adhesive film will have remained on 
the lining canvas, and you can then proceed with the lining, bringing the temperature back to 
65°C, and cooling under pressure. If the pressure is removed with the film still warm, the two 
canvases will detach; in this case repeat the operation correctly. 
 

REMOVAL: 
 
EVA FILM 65 can be removed using a large variety of solvents, from acetone to non-polar ones 
such as white spirit, ligroin and cyclohexane. Carry out tests first to identify the solvent that 
does not cause damage to the paint layer. The solvents swell the film making it easily 
removable without contaminating or staining the absorbent material. If you do not want to use 
solvents, the film can be removed by heating. 
 
EVA FILM 65 is available in rolls 100 cm wide and 1 m, 5 m and 25 m long. 

. 
 
 
The information contained in this sheet is based on our knowledge and laboratory tests at the date of the last version. Users must verify the 
suitability of the product for the specific use by preliminary tests, and is required to comply with the laws and regulations in force concerning 
safety and hygiene. 
C.T.S. S.r.l. guarantees the constant quality of the product but is not liable for any damage caused by improper use of the material, since it is 
designed for professional use. Moreover, they can change at any time components and packaging without prior notice at any time. 
 
 


